
VIBROTECH S.r.l.      
Registered Office: Via Racchetta, 2 - int. 20 - 41049 Sassuolo (MO)

Operational Headquarters: Via Don Pasquino Borghi, 4 - 42013 S. ANTONINO DI CASALGRANDE (RE) - Italy
Tel. +39 0536 82.37.76 - Fax +39 0536 81.20.09 - www.vibrotech.biz - email: info@vibrotech.biz

R.E.A. of Mo no. 407988 - Tax Code and VAT no. 03674210368

EN 09/18

OSCILLATING SCREEEN FOR ENAMELS VSF 450 1Y

TECHNICAL FEATURES
DATA U.M. 450 1Y

Power kW 0.18
Centrifugal force N 1.668
Number screening nets No. 1
Screening surface sq.m 0.104
Motorised vibrator Type MV 95/2
Weight kg 30

USE
• Applied to the tubs in the glazing line.
• Applicator recycle screening.
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450 1Y 500 253 29 120 222 342 454 200 40 205
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STRUCTURAL FEATURES

• Support for quick installation on tubs.
• AISI 304 stainless steel structure.
• Fully made of AISI 304 steel.
• Motorised electric vibrator, IP65 protection rating.

ADVANTAGES
• Compact size.
• Quick tub connection system.
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